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CABLE CONNECTORS (GLANDS)

Raw Material: Polyamide

Color: RAL 7001 (gray) RAL 9005 (black)
Screw Thread: M: EN60423, PG: DIN40430
Protection Class: IP68
Temperature Range: - 30° + 80° permanent
Temperature Range: + 150° temporary
O-Ring Material: TPV (ThermoPlastic Vulcanizate)

Technical Characteristics

PRODUCT CODE  Thread M B1 PRODUCT CODE Thread M B1

ET PG7-G ET PG7-S | PG7 13 3-6.5 ET M12-G ET M12-S M12 12 3-6.5
ET PG9-G ETPG9-S | PG9 16 4-8 ETM16K-G | ET M16K-S M16K 16 4-8
ETPG11-G ETPG11-S | PG11 19 5-10 ET M16-G ET M16-S M16 16 5-10
ET PG13.5-G | ETPG13.5-S | PG13.5 21 6-12 ET M20K-G | ET M20K-S M20K 20 6-12
ET PG716-G ETPG16-S | PG16 23 10-14 ET M20-G ET M20-S M20 20 10-14
ET PG721-G ET PG21-S | PG21 29 13-18 ET M25-G ET M25-S M25 25 13-18
ET PG729-G ET PG29-S | PG29 37 18-25 ET M32-G ET M32-S M32 32 18-25
ET PG736-G ETPG36-S | PG36 47 22-32 ET M40-G ET M40-S M40 40 22-32
ET PG742-G ET PG42-S | PG42 54 30-38 ET M50-G ET M50-S M50 50 30-38
ET PG748-G ET PG48-S | PG48 59 34-44 ET M63-G ET M63-S M63 63 34-44

Product Order Sample: ETPG7 - G
Product Order Sample: ETPG7 - S

Product Order Sample: ETM16 - G
Product Order Sample: ETM16 - S

Outer Diameter Clamping Range  Wrench Size
Thread of Thread B1 L1 L2 L3 (Cable Diameters)

PG7 13 6.7 8 20 133 3-6.5 16
PG9 16 8.2 8 22 15.1 4-8 19
PG11 19 10.8 10 239 17 5-10 22
PG13,5 21 12.8 9 248 19 6-12 24
PG16 23 14.5 9 26.5 19.5 10-14 27
PG21 29 18,8 11 30 235 13-18 33
PG29 37 26 11 35 274 18-25 42
PG36 47 355 13 423 303 22-32 54
PG42 54 40.5 15 44 31.2 30-38 60
PG48 59 46.5 15 42.7 313 34-44 66

Outer Diameter Clamping Range Wrench
Thread of Thread B1 L1 L2 L3 (Cable Diameters) Size
M12 12 6.7 8 20 133 3-6.5 16
M16K 16 8.2 8 22 15.1 4-8 19
M16 16 10.8 10 239 17 5-10 22
M20K 20 12.8 9 248 19 6-12 24
M20 20 14.5 9 26.5 19.5 10-14 27
M25 25 18,8 15 30 235 13-18 33
M32 32 26 15 35 27.4 18-25 42
M40 40 355 18 423 30.3 22-32 54
M50 50 40.5 18 44 31.2 30-38 60
Mé63 63 46.5 18 42.7 313 34-44 66
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