S D O A L IMPORTANT POINTS How to choose end bracketl

HEAVY SERIES WITH ALUMINUM BAR

40 End bracket
End brackets are the parts to be used to fix the cable
. . carrier to the machine or equipment
Inner Height (A) 32mm Radius (A)mm  (B)mm (CO)mm (D)mm Weight Kg/Mt _ 30
(®)]
) N4
* Both up and down sides have SIDJO NN TON SOk 125-150-170-200-220-285-350 32 250 60 290 3.360gr ~ 20
openable aluminum bars ©
« Suitable for long distances S{DJO AN IECTo oM S SON I 125-150-170-200-220-285-350 32 300 60 340 3.440gr 8
* No complete covers (caps) -l
(on both sides) SDO AL 400 R_01 125-150-170-200-220-285-350 32 400 60 440 3.540gr 5 10
« Should be used in supporting tray ©
. Suitable to use with vertical SIDJON VRSO0 N SSON I 125-150-170-200-220-285-350 32 500 60 540 3.640gr E
separators SR NI 125-150-170-200-220-285-350 32 600 60 640 3.800gr
SIDJOV RV 0N SON I 125-150-170-200-220-285-350 32 700 60 740 3.920gr 0 0 1 2 3 4 5
Maximum working speed :5M/S K .
5 Max. Length without support

Radius MUST be given in your orders. Example: SDO AL 250 R150

Self-supporting Capacity Diagram
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D D Self-supporting capacity of the cable Should be attached to the both ends of the cable carrier.
carrier according to weight K
of the cables and hoses —
K - M 2

R H X M Y
mm mm mm mm mm

125 100 320 270 590
150 100 360 290 630

X
CABLE CARRIER END BRACKET A B
170 100 400 310 730 ooee i
200 100 460 360 820 SDO AL 250 R01 SDO BO1 X | x
220 100 500 390 891 i How to use support rollers:
» Support rollers should be used after 4 meters
285 100 630 425 1095 L: TOtal |en9th to be used » Make sure that the cap (cover) is fixed properly
. H » Use an appropriate hand tool (screw driver) to open the cap
K: Movement dlstance * Be careful not to damage the fixing nail of the cap (cover)
350 100 760 490 1299 Y: Radius « Be sure that side stoppers, used to fix end brackets are fixed properly
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Please mention the color of the pin. . . 69



